Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Raglon 6/4/21 5/28/21 |Difference| 6/5:20 | Fercent | gg;q9 | Percent | g0 e/s;20 | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil INPUtS ...........cccooeiiiiiicceen 15,925 15,597 327 13,484 18.1 17,064 -6.7 15,469 13,171 17.4
East Coast (PADD 1) .. 709 708 1 625 13.4 1,127 -37.1 714 607 17.8
Midwest (PADD 2) ... 3,799 3,867 -68 3,171 19.8 3,642 4.3 3,717 3,156 17.8
Gulf Coast (PADD 3) ... 8,602 8,377 225 7,491 14.8 9,023 -4.7 8,370 7,246 15.5
Rocky Mountain (PADD 4) .... 562 517 45 522 7.8 691 -18.6 533 492 8.4
West Coast (PADD 5) . 2,252 2,128 124 1,676 343 2,581 -12.7 2,135 1,671 27.8
Gross Inputs ............... 16,517 16,052 466 13,871 19.1 17,535 -5.8 15,983 13,548 18.0
East Coast (PADD 1) 734 719 15 628 16.9 1,129 -35.0 726 620 17.0
Midwest (PADD 2) ... 3,808 3,830 -22 3,186 19.5 3,648 4.4 3,716 3,170 17.2
Gulf Coast (PADD 3) ... 9,021 8,714 307 7,767 16.2 9,311 -3.1 8,715 7,493 16.3
Rocky Mountain (PADD 4) . 557 515 42 538 3.5 692 -19.5 529 503 5.2
West Coast (PADD 5) . 2,397 2,273 124 1,753 36.8 2,755 -13.0 2,296 1,761 30.4
Operable Capacity' ... 18,090 18,090 0 18,976 -4.7 18,807 -3.8 18,090 18,976 -4.7
East Coast (PADD 1) 818 818 0 1,224 -33.2 1,224 -33.2 818 1,224 -33.2
Midwest (PADD 2) ... 4,188 4,188 0 4,196 -0.2 4,141 1.1 4,188 4,196 -0.2
Gulf Coast (PADD 3) ... 9,713 9,713 0 9,983 -2.7 9,881 -1.7 9,713 9,983 -2.7
Rocky Mountain (PADD 4) . 657 657 0 698 -6.0 687 -4.4 657 698 -6.0
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,875 -5.6 2,714 2,875 -5.6
Percent Utilization? ... 91.3 88.7 2.6 731 -— 93.2 - 88.4 71.4 -—
East Coast (PADD 1) 89.7 87.9 1.8 51.3 -— 92.2 -— 88.7 50.7 -—
Midwest (PADD 2) ... 90.9 91.5 -0.5 75.9 -— 88.1 - 88.7 75.5 -—
Gulf Coast (PADD 3) ... 92.9 89.7 82 77.8 —-— 94.2 - 89.7 751 —-=
Rocky Mountain (PADD 4) . 84.8 78.4 6.4 771 -— 100.8 —-— 80.6 721 -—
West Coast (PADD 5) 88.3 83.8 4.6 61.0 —-= 95.8 -= 84.6 61.3 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..cccoocovueene.. 9,431 9,566 -135 8,139 15.9 10,276 -8.2 9,625 7,564 27.2
Finished Motor Gasoline (excl. Adjustment)* 9,877 10,017 -139 8,205 20.4 10,250 -3.6 9,920 7,682 29.1
East Coast (PADD 1) .... . 3,175 3,263 -88 2,589 22.6 3,371 -5.8 3,239 2,460 31.7
Midwest (PADD 2) ..... 2,572 2,619 -47 2,212 16.3 2,648 -2.9 2,594 2,054 26.3
Gulf Coast (PADD 3) .. 2,311 2,290 21 1,864 24.0 2,273 1.7 2,244 1,709 31.3
Rocky Mountain (PADD 4) 315 327 -12 288 9.4 323 -2.3 326 263 23.8
West Coast (PADD 5) ... 1,503 1,517 -13 1,250 20.2 1,635 -8.0 1,517 1,195 26.9
Reformulated? ... 2,974 3,065 -91 2,473 20.3 3,321 -10.4 3,040 2,314 314
Conventional* . 6,904 6,952 -48 5,732 20.4 6,929 -0.4 6,880 5,367 28.2
Adjustment® ... -446 -450 4 -66 -= 26 - -295 -118 -=
Kerosene-Type Jet Fu 1,287 1,247 40 619 107.8 1,911 -32.7 1,273 520 144.8
East Coast (PADD 1) .. 53] 83 20 7 687.2 133 -60.3 50 4 1,172.7
Midwest (PADD 2) .. 245 248 -3 101 141.7 288 -14.9 241 95 152.2
Gulf Coast (PADD 3) 645 617 27 352 83.2 967 -33.4 645 268 141.1
Rocky Mountain (PADD 31 31 0 12 158.1 35 -12.4 31 10 197.8
West Coast (PADD 5) .... 314 318 -4 148 112.6 488 -35.7 307 143 114.9
Distillate Fuel Oil ........... 4,918 4,807 111 4,762 3.3 5,239 -6.1 4,736 4,765 -0.6
East Coast (PADD 1) .. 197 200 -3 237 -17.0 353 -44.3 199 225 -11.5
Midwest (PADD 2) .. 1,087 1,132 -45 971 11.9 1,011 7.5 1,098 1,056 3.9
Gulf Coast (PADD 3) ... 2,878 2,752 126 2,869 0.3 3,069 -6.2 2,731 2,800 -2.5
Rocky Mountain (PADD 4) 187 176 11 193 -3.3 233 -19.7 179 187 -4.2
West Coast (PADD 5) ... 570 547 23 493 15.7 574 -0.7 530 497 6.6
15 ppm sulfur and Under . 4,698 4,533 164 4,606 2.0 4,893 -4.0 4,497 4,552 -1.2
> 15 ppm to 500 ppm sulfur 64 134 -70 97 -34.6 120 -47.0 100 118 -15.4
> 500 ppm sulfur .... 157 140 16 59 165.5 226 -30.8 139 96 45.2
Residual Fuel Oil . 205 226 -22 220 -6.7 388 -47.3 214 215 -0.7
East Coast (PA ) . 44 46 -2 29 55.7 36 247 43 30 42.8
Midwest (PADD 2) .. 32 32 0 23 37.8 38 -17.4 33 25 33.8
Gulf Coast (PADD 3) ... 12 58 -46 81 -85.7 186 -93.8 44 84 -47.7
Rocky Mountain (PADD 4) 14 12 2 10 46.3 13 5.1 12 9 23.7
West Coast (PADD 5) .... 103 78 25 77 33.5 115 -10.6 82 67 222
PropanelProperneG ..... 2,299 2,325 -26 2,097 9.6 2177 5.6 2,318 2,011 15.2
East Coast (PADD 1) .. 255 254 1 197 29.7 226 13.2 251 196 28.2
Midwest (PADD 2) .. 486 459 27 437 11.4 507 -4.2 467 431 8.4
Gulf Coast (PADD 3) 1,328 1,377 -49 1,236 7.4 1,216 9.2 1,366 1,175 16.3
PADDs 4 and 5 230 235 -5 227 1.0 228 0.7 234 210 11.1
Ethanol Plant Production

Fuel Ethanol 1,067 1,034 33 837 27.6 1,096 -2.6 1,036 747 38.6
East Coast (PADD 1) .. 11 11 0 10 15.1 28 -59.0 10 9 5.6
Midwest (PADD 2) .. 1,021 985 35 802 27.3 1,014 0.7 989 715 38.3
Gulf Coast (PADD 3) ... 17 18 0 9 86.2 26 -33.1 18 7 137.8
Rocky Mountain (PADD 4) 8 10 -2 8 3.6 13 -37.0 10 7 30.9
West Coast (PADD 5) 9 10 0 8 242 16 -39.3 9 8 18.3

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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